
Description:

B-Box provides WiFi coverage in areas without such capabilities. B-Box can be 
interconnected to extend area coverage and/or distance between ‘Server’ (e.g. iPad 
command unit) and ‘client (e.g. target system). 1 or 2 Antennas can be mounted on a 
B-Box which allows to enhance WiFi coverage and/or devices interconnection. B-Box is a 
centralized target control system allowing running software such as TargetCommander 
(data storage, send and receive telegrams, programming of scenarios, etc.) 

Antennas:
Different types of antennas can be used 
depending on the user requirements (field of 
use, ‘client - server’ distance, etc.)

Function:
B-Box send in real-time target telegrams / data 
to control units and vice versa.
Such data exchange allows to control the target 
systems and their accessories as well as to 
update the user interface (e.g. to display hit 
localization in LOMAH (Localization Of Miss And 
Hits) windows) in real-time.

B-Box is powered by a battery or, when 
available, 230VAC via 16VDC adapter 

A display allows to control the battery charge

B-Box is mounted in a rugged case which makes 
the transportation, stock and use easier and 
safer

Accessories:
Different types of antennas can be used
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Zubehöre: 
 
 
 
 
 
 

Key features:

No maintenance required. Can be used 
outdoor

Different types of antennas available to fit 
with specific field / user requirements 

Allow to use PC / portable PC such as 
Toughpad and/or IPad or similar command 
units able to open web browser  (Google 
Chrome or Safari) to run TargetCommander 
software

Technical specifications:

Size: app. 320 x 270 x 155 mm
Weight: app. 4 kg (with battery)
Interfaces:  WiFi  (WLAN 802.11n) + 

LAN
Autonomy: app 15 h (battery use)
Tests performed: vibration shocks, 

temperature, EMW

Remark:
A version for indoor use is available

Minimum configuration:
 - B-Box can be used with every type 

of Baur SA WiFi target systems
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